
Benefi ts
• reliable operati on and easy service
• proven IHC Merwede design
• wear-resistant parts
• worldwide spare parts availability
• interchangeability.

Opti ons
Diff erent opti ons are available to control the valves, 
monitor the operati on and improve wear resistance. 
• durable rubber combi ring for medium wear
• MaxTop® liner for high wear
• Maxidur® 5 liner for extreme wear

• SAE hydraulic fl ange connecti on
• mechanical rotati ng or verti cal positi on indicator
• electrical conti nuous positi on indicator
• classifi cati on.

IHC Parts & Services has been manufacturing valves 
for more than sixty years. It has extensive experience 
of providing soluti ons for diff erent applicati ons in the 
harshest of working environments in the dredging, mining 
or other industries concerned with abrasive hydraulic 
transport. Several types of valves and customised designs 
are available to regulate, redirect or shut off  the fl ow, or 
to supply water to it.

The standard rubber ring gate valve is designed to either 
open or close a pipeline. IHC Merwede-designed rubber 
combi rings provide superior sealing characteristi cs 
and the stainless steel gate eff ecti vely resists the slurry 

pressure and impact. 
Fift een years of backward compati ble products allow for 
interchangeability of spare parts and easy maintenance. 
During the lifeti me of the valve, specifi c services are 
available as part of the IHC Life-cycle support programme.

Features
• 100% sealing by rubber combi ring
• hydraulic operati on with gas thread connecti on
• electrical open/closed indicati on
• durable, high-strength gate
• fl ushing provisions.
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Durable 
combi ring

Maxidur® 5 
wear liner

MaxTop® 
wear liner 

Standard 
combi ring



IHC Parts & Services

P.O. Box 50, 2960 AB Kinderdijk
Smitweg 6, 2961 AW Kinderdijk
The Netherlands

T +31 78 691 02 97
F +31 78 691 04 39

info.ps@ihcmerwede.com
www.ihcmerwede.com/www.ihcps.com
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Rubber ring gate valves

LP - 8 bar

D H1 H2 L P.C.D. N x T

250 271 1392 210 400 12xM20

300 271 1392 210 400 12xM20

350 301 1537 210 460 16xM20

400 350 1702 230 515 16xM24

450 382 1817 230 565 16xM24

500 434 2079 258 620 20xM24

550 456 2204 258 675 20xM24

600 496 2349 278 725 20xM27

650 526 2531 278 785 20xM27

700 550 2691 308 840 24xM27

750 590 2816 316 890 24xM27

800 625 2991 346 950 24xM30

850 650 3185 346 1000 24xM30

900 690 3365 386 1050 28xM30

950 721 3509 394 1105 28xM30

1000 775 3680 434 1160 28xM33

1100 805 4003 434 1270 32xM33

1200 875 4358 474 1380 32xM36

1300 910 4756 478 1485 36xM36

1400 965 5026 478 1590 36xM42

MP - 15 bar

D H1 H2 L P.C.D. N x T

250 315 1407 210 400 12xM20

300 315 1407 210 400 12xM20

350 330 1544 210 460 16xM20

400 355 1711 230 515 16xM24

450 385 1830 230 565 16xM24

500 415 2092 258 620 20xM24

550 445 2215 258 675 20xM24

600 470 2365 278 725 20xM27

650 500 2632 278 785 20xM27

700 530 2698 308 840 24xM27

750 560 2825 316 890 24xM27

800 590 2995 346 950 24xM30

850 615 3184 346 1000 24xM30

900 645 3369 386 1050 28xM30

950 680 3501 392 1105 28xM30

1000 710 3684 434 1160 28xM33

1100 780 4013 434 1270 32xM33

1200 840 4368 474 1380 32xM36

1300 905 4772 817 1485 36xM36

1400 960 5048 819 1590 36xM42

HP - 25 bar

D H1 H2 L P.C.D. N x T

250 350 1425 347 430 16xM24

300 350 1425 347 430 16xM24

350 370 1568 347 490 16xM24

400 380 1728 387 550 16xM27

450 405 1851 387 600 20xM27

500 440 2114 435 660 20xM30

550 460 2237 435 710 20xM30

600 500 2379 475 770 20xM33

650 525 2550 487 820 20xM33

700 555 2706 536 875 24xM33

750 590 2823 535 925 24xM33

800 625 2994 598 990 24xM36

850 660 3193 598 1040 24xM36

900 695 3363 679 1090 28xM36

950 710 3509 723 1140 28xM36

1000 750 3692 748 1210 28xM42

1100 850 4031 747 1320 32xM42

1200 880 4371 819 1420 32xM42

1300 965 4771 819 1530 36xM42

1400 1025 5049 819 1640 36xM48

Applicati on
The rubber ring gate valve is designed to shut off  the fl ow 
in a pipe, either on board a vessel or in an installati on on 
land, for example:
• hull inlet, including classifi cati on
• hopper (un)loading
• cutt er dredger discharge line
• series lines between pumps
• redirect fl ow at branches.

Specifi cati ons
• dredge line diameters from 250 to 1,400mm
• working pressures of 8, 15 and 25 bar
• opening/closing pressure diff erence of 3 bar
• standard IHC Merwede fl ange connecti on.
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DStandard design
For detailed specifi cati ons of the complete rubber ring 
gate valve range, see table below. Customised designs are 
available upon request.

Main dimensions (in mm)


